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Plumbing connection diagram 

 

 

Fig. 1 

 

 

bathomatic ECO versions require connection between 9 and 4 for re-circulation into a 

loop which closes through 5, 1, (6 and 7 when perfume dispensers are used) and 8 

with ascending gradient.  It is very important to have the system installed with the 

correct gradient in order for the water to drain naturally when bathomatic is not in use 

and the bath is empty to maintain adequate hygienic levels. 

 

All plumbing connections in the re-circulatory loop must be 

straight without kinks and should not allow for water to stay and 

stagnate, when the system is empty.  If this is not possible please 

contact your supplier our Unique Automation for further advice 

 

Cold and hot water supply connection is to 2 and 3 and the above strict rules do not 

apply to them. 

 

When possible 1 and 5 should not be connected together but discharge into the bath 

from different faucets.  Perfume dispensers are better connected after 1 rather than 5 
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Bathomatic complete kit ï connected components 

 
Fig. 2 

 

A. Overflow Filler 

B. Perfume dispenser 

C. Digital Mixer 

D. Heater 

E. Pump 

F. bathomatic Master Controller 

G. Whirlpool Master Controller 

 

Due to its complexity bathomatic easy kit is shipped as per Fig.2.  Disconnect and reconnect 

components as needed, but remember all connections are reconnect as before.
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Motorised waste and overflow filler 

 

 

 

Fig. 3 

 

Drain Points ï two outlets of a valve which is shut off when the motorised plug is closed and 

opens with it.  Typically used on Whirlpool systems for draining the lowest parts of the system 

and is not supplied with standard easy kit systems. 
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Overflow filler - installation 
 

 
 
Fig. 4 

 
To install the overflow filler remove the screw from under p.17 with a Phillips 
screwdriver and retain.  Lift off p.17, pull p.6 and p.5 and unscrew p.4, which will 
detach p.3 from, p.2 and p.1.  Position p.1 and washer p.2 to the back of the bath 
overflow hole and assemble in reverse order.  Do not apply to much force when 
tightening p.4 as excessive force may break p.3.  If the bath wall thickness is outside 
4-10mm you will need either thicker washer p.2 (P-0078-4C, + 6mm) for thinner wall or 
contact our technical support for bespoke solution.  Position the lever p.6 to allow for 
un-interrupted travel of the bath plug, slide the cover p.17 tightly to the bath wall and 
down over p.3 and secure in place with the screw. 



Bathomatic easy kit © installation manual rev.1.0.3 
 

7 

 

Motorised waste - installation  

 
Fig. 5 

 

To install the motorised waste remove the cover 1 and plug 2 and using the installation 
tool detach the strainer 3 and secure it back to 5 from inside of the bath.  A suitable 
grade silicon sealer may be used between all components outside the bath to ensure 
water tight connection.  The overflow pipe 6 fits to the socked on 5 as indicated.  If the 
bath wall thickness is outside 4-10mm you will need either thicker washer (P-0078-4C, 
+ 6mm) for thinner wall or contact our technical support for bespoke solution 
 
Connect 9 as per Plumbing Connection Diagram on Fig.1 
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Master controller box with PCBs 
 

 
















